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(2) All knives and cutting heads of
woodworking machines shall be kept
sharp, properly adjusted, and firmly se-
cured. Where two or more knives are
used in one head, they shall be properly
balanced.

(3) Bearings shall be kept free from
lost motion and shall be well lubri-
cated.

(4) Arbors of all circular saws shall be
free from play.

(5) Sharpening or tensioning of saw
blades or cutters shall be done only by
persons of demonstrated skill in this
kind of work.

(6) Emphasis is placed upon the im-
portance of maintaining cleanliness
around woodworking machinery, par-
ticularly as regards the effective func-
tioning of guards and the prevention of
fire hazards in switch enclosures, bear-
ings, and motors.

(7) All cracked saws shall be removed
from service.

(8) The practice of inserting wedges
between the saw disk and the collar to
form what is commonly known as a
“wobble saw” shall not be permitted.

(9) Push sticks or push blocks shall
be provided at the work place in the
several sizes and types suitable for the
work to be done.

(10)—(11) [Reserved]

(12) The knife blade of jointers shall
be so installed and adjusted that it
does not protrude more than one-
eighth inch beyond the cylindrical
body of the head. Push sticks or push
blocks shall be provided at the work
place in the several sizes and types
suitable for the work to be done.

(13) Whenever veneer slicers or rotary
veneer-cutting machines have been
shutdown for the purpose of inserting
logs or to make adjustments, operators
shall make sure that machine is clear
and other workmen are not in a haz-
ardous position before starting the ma-
chine.

(14) Operators shall not ride the car-
riage of a veneer slicer.

[39 FR 23502, June 27, 1974, as amended at 43
FR 49750, Oct. 24, 1978; 49 FR 5323, Feb. 10,
1984]

§1910.215

§1910.214 Cooperage machinery. [Re-
served]

§1910.215 Abrasive wheel machinery.

(a) General requirements—(1) Machine
guarding. Abrasive wheels shall be used
only on machines provided with safety
guards as defined in the following para-
graphs of this section, except:

(i) Wheels used for internal work
while within the work being ground;

(ii) Mounted wheels, used in portable
operations, 2 inches and smaller in di-
ameter; and

(iii) Types 16, 17, 18, 18R, and 19
cones, plugs, and threaded hole pot
balls where the work offers protection.

(2) Guard design. The safety guard
shall cover the spindle end, nut, and
flange projections. The safety guard
shall be mounted so as to maintain
proper alignment with the wheel, and
the strength of the fastenings shall ex-
ceed the strength of the guard, except:

(i) Safety guards on all operations
where the work provides a suitable
measure of protection to the operator,
may be so constructed that the spindle
end, nut, and outer flange are exposed;
and where the nature of the work is
such as to entirely cover the side of the
wheel, the side covers of the guard may
be omitted; and

(ii) The spindle end, nut, and outer
flange may be exposed on machines de-
signed as portable saws.

(8) Flanges. Grinding machines shall
be equipped with flanges in accordance
with paragraph (c) of this section.

(4) Work rests. On offhand grinding
machines, work rests shall be used to
support the work. They shall be of
rigid construction and designed to be
adjustable to compensate for wheel
wear. Work rests shall be kept adjusted
closely to the wheel with a maximum
opening of one-eighth inch to prevent
the work from being jammed between
the wheel and the rest, which may
cause wheel breakage. The work rest
shall be securely clamped after each
adjustment. The adjustment shall not
be made with the wheel in motion.

(5) Excluded machinery. Natural sand-
stone wheels and metal, wooden, cloth,
or paper discs, having a layer of abra-
sive on the surface are not covered by
this section.

619



		Superintendent of Documents
	2014-10-15T14:22:23-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




